ZANDER .
. m AACHEN Safety Time Control Device SCB

22. Variants

The SCB is available in different versions. These differ, for example, in the type and num-
ber of safe outputs/contacts, the function of the signal outputs or the terminal type.

To simplify the selection of your SCB, follow the following 4 steps and select the desired
function. Table 13 will help you to find the right SCB for your requirements.

Step 1: Select the contact configuration. Choose between:

« 2 safe relay contacts

« 3 safe semiconductor outputs

« 2 safe relay contacts and 2 safe semiconductor outputs
Step 2: Select the time range:

« 010 99 seconds

« 010 99 minutes

« 010 99 hours

Step 3: Switching behaviour of the auxiliary outputs
« F1and F2:
- AUX C1 serves as immediate output for the time-delayed safe outputs/
contacts
— AUX C2 serves as fault signaling
« F3and F4:
— ALX C1 switches inverted to non-time-delayed safe outputs/contacts

— AUX C2 switches inverted to time-delayed safe outputs/contacts
« F5and F&:

— ALX C1 switches parallel to safe contacts
— AUX C2 switches inverted to safe contacts

Schrtt 4: Type of terminals
+ Plug-in screw terminals
+ Plug-in spring-cage termials
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Step 1 Step 2 Step 3 Step 4 = Your SCB Table 14 shows the list of variants, broken down by order number.
R Function
mw';tion Time range il Type ofterminals | = Type Order No.: Variants incl. plug-in screw terminals:
1 c2 Order no. 474460 SCE-04, DC 24V, 2 ssmiconductor outputs, 2 relay contacts,  timerange 0-99s
e s sCTEw - SCB-02 474480 Order no. 474480 2 SCB-03, DC 24 W, 3 semiconductor outputs, O relay contacts, timerange 0-99s
— spring-cage - SCB-02 475450 Order no. 474490 SCB-02, DC 24 W, 0 sem!u:ondumu:ur outputs, 2 relay contacts, t@me range 0 -99s :
rs - SCTEW - SCB-02-01 474455 Order no. 474461 SCB-Ddm, DC 24, 2 semiconductor outputs, 2 relay contacts,  time range 0 - 99 min
spring-cage - 5CE-02-01 475485 Order no. 474481 SCB-03m, DC 24 WV, 3 semiconductor outputs, 0 relay contacts,  time range O - 99 min
£ . sCrEw - SCB-02m 474491 Order no. 474491 SCB-0EZm, DC 24V, 0 semiconductor outputs, 2 relay contacts,  time range O - 99 min
2 gafa — Epmng-cage - SCB-02m 475481 Order no. 474462 SCB-Mh, DC 24 W, 2 semiconductor outputs2 relay contacts, time range 0 - 99 h
TRy comacts s e screw - SCE-02Zm-01 4744596 Order no. 474482  SCB-D03h, DC 24V, 3 semiconductor outputs, O relay contacts, timerange 0-99h
spring-cage = SCB-02m-01 ATIABE Order no. 474492 SCB-02h, DC 24 Y, 0 semiconductor outputs, 2 relay contacts, timerange D-99h
- 2 ECTEW = FCE-02n 4ra4m Order no. 474465 SCB-M-01, DC 24V, 2 semiconductor outputs, 2 relay contacts, timerange 0-99s
otoan spring-cage - SCB-02n 473482 Crder no. 474485  SCB-03-01, OC 24 %, 3 semiconductor outputs, O relay contacts, timerange 0-99s
F5 F6 ECTEW = SCE-02n-11 474487 Order no. 474495 SCB-02-01, DC 24V, 0 semiconductor outputs, 2 relay contacts, timerange 0-99s
EpMng-cage = SCE-Dan-01 ATI4ET Order no. 474486  SCB-04m-01, DC 24V, 2 semiconductor outputs2 Relais-Kontakte, time range 0 - 99 min
- - SCTEW - SCE-I3 4TA4E0 Order no. 474486  SCB-03m-01, DC 24, 3 semiconductor outputs, 0 relay contacts,  time range 0 - 99 min
P — Epring-cage = SCE-I3 4TS4ED Order no. 474456 SCB-02m-01, DC 24V, 0 semiconductor outputs, 2 relay contacts,  time range 0 - 99 min
F3 - scrEw = SCE-03-01 4T44E5 Order no. 474467  SCB-4h-01, DC 24V, 2 semiconductor outputs, 2 relay contacts, timerange 0-99h
spring-cage i SCB-03-01 475485 Order no. 474487  SCB-03h-01, DC 24V, 3 semiconductor outputs, 0 relay contacts,  time range 0-99h
- F2 ECTEW = SCB-D3m AT44E1 Order no. 474497  SCB-02h-01, DC 24 V', 0 semiconductor outputs, 2 relay contactz, time range 0 - 99 h
— 01298 . sgMg-cage - SCB-03m A754B1
[Femicanductar outputs - Fa sorEw - SCE-D3m O 472485 Variants incl. plug-in spring-cage terminals:
Famngcage - | ScEmm 475488 Orderno. 475460 SCBAM,DC 24V, 2 semiconductor outputs, 2 relay confacts,  time range 0-99 =
F1 F2 bl = SCEDE ATa4E2 Order no. 475480 SCB-03, DC 24V, 3 semiconductor outputs, O relay contacts,  timerange 0- 99 s
— spring-cage - SCE0 475482 Order no. 475490 SCB-02, DC 24V, 0 semiconductor outputs, 2 relay contacts,  time range 0 - 99 8
F3 Fa SerEw i SCE0in T ATR4ET Order no. 475461  SCB-04m, DC 24V, 2 semiconductor outputs, 2 relay contacts,  time range 0 - 99 min
g tags nd el adieil Order no. 475481  SCBE-03m DC 24V, 3 semiconductor outputs, O relay contacts,  time range 0 - 99 min
Fi F2 il nd SCE D 47480 Orderno. 475491  SCB-02m DC 24V, 0 semiconductor outputs, 2 relay contacts,  time range 0 - 99 min
00 5 sc. Earingcags al SCE D 473450 Orderno. 475462 SCBE-4h,DC 24V, 2 semiconductor outputs? relay contacts,  time range 0 - 99 h
F3 Fa L i SCE 040 4TE4ES Order no. 475462  SCB-03h, DC 24V, 3 semiconductor outputs, 0 relay contacts,  time range 0- 99 h
253t sprngcags nl SCE-- 475485 Orderno. 475492  SCB-02h, DC 24V, 0 semiconductor outputs, 2 relay contacts,  time range 0- 99 h
reiay oantacts Fi Fz SCrEw al SCE-Dam 4Ta4ET Order no. 475465  SCBE-04-01 DC 24V, 2 semiconductor outputs, 2 relay contacts,  time range 0 - 99 s
ana O to 99 min. Egring cags = FSCE'M ”5"51_ Order no. 475485  SCB-03-01, DC 24V, 3 semiconductor outputs, O relay contacts, timerange 0-99s
. F3 Fa mme t ;z:ms: ::::: Order no. 475485 SCB02.01,DC24%, 0 semiconductor outputs, 2 relay contacts,  time range 0 - 99 s
lsamiconductor outputs| e = =oE o PEPTE Order no. 475466  SCB-I4m-01, DC 24V, 2 semiconductor outputs? Relais-Kontaktz, time range O - 99 min
Fi F2 prep— - =caoan e Order no. 475486  SCB-06m-01, DC 24, 3 semiconductor outputs, 0 relay contacts,  time range © - 99 min
Oio%an. e _ Orderno. 475496  SCB-02m.01, DC 24, 0 semiconductor outputs, 2 relay contacts, time range © - 29 min
Fa Fs ECrEw al SCE ot 4TE4ET Order no. 475487 SCB-I4h-01, DC 24, 2 semiconductor outputs, 2 relay contacts,  time range 0 - 99 h
g nd Sl Ll Orderno. 475487  SCE-03h-01, DC 24V, 3 semiconductor outputs, O relay contacts,  time range 0 - 99 h
Tahle 13- Selection list - SCB varianis Crder no. 473497 SCB-02h-01, DC 24V, 0 semiconductor outputs, 2 relay contacts, timerange 0-99h
Table 14: Variant lisf - SCB
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